NOTES:

1. ALL LUMBER SHALL BE PRESSURE TREATED DOUGLAS FIR, WESTERN HEMLOCK, OR WESTERN PINE.
2. ALL POSTS TO BE SET AT A MINIMUM OF 24" BELOW SURFACE OF GROUND.
3. TREAT CUT OR DRILLED PRESSURE TREATED LUMBER WITH JASCO TERMIN 8 GREEN PRESERVATIVE OR APPROVED EQUIVALENT.
4. REINSTALL NEWSPAPER BOXES ON NEW MAILBOX POST OR AS DIRECTED.

CALL 48 HOURS BEFORE YOU DIG
NOTES:

1. ALL LUMBER SHALL BE PRESSURE TREATED DOUGLAS FIR, WESTERN HEMLOCK, OR WESTERN PINE.
2. ALL POSTS TO BE SET AT A MINIMUM OF 24" BELOW SURFACE OF THE GROUND.
3. TREAT CUT OR DRILLED PRESSURE TREATED LUMBER WITH JASCO TERMIN 8 GREEN PRESERVATIVE OR APPROVED EQUIVALENT.
4. REINSTALL NEWSPAPER BOXES ON NEW MAILBOX POST OR AS DIRECTED.
NOTES:
1. CALL FOR UTILITY LOCATES. 1-800-332-2344.
2. PAYMENT PER MAILBOX TURNOUT W/O DRIVEWAY.
3. PROVIDE POSITIVE DRAINAGE (2% MIN.).
NOTES:
1. CALL FOR UTILITY LOCATES. 1-800-332-2344
2. DRIVEWAY WIDTHS ARE 16’ UNLESS OTHERWISE DIRECTED BY ENGINEER.
3. PAYMENT PER MAILBOX TURNOUT WITH DRIVEWAY.
4. PROVIDE POSITIVE DRAINAGE (2% MIN.).
5. SEE DRIVEWAY DETAIL DRAWING FOR ADDITIONAL DRIVEWAY NOTES.

LEVEL 2, 1/2" DENSE HMAC, NOM. COMP. THKN. - 2"
LEVEL 2, 1/2" DENSE HMAC, NOM. COMP. THKN. - 2"
2% MIN. SLOPE
AGGREGATE BASE (AS DIRECTED)
REMOVE AND REPLACE UNSUITABLE MATERIAL WITH 4"-0 CRUSHED ROCK (AS DIRECTED)
DRAINAGE AS DIRECTED

PLAN VIEW
NO SCALE

SECTION VIEW
NO SCALE

FOG LINE
EDGE OF PAVEMENT
SAND SEAL EDGE OF PAVEMENT
JOINT AS DIRECTED
SEE JCRD201 AND JCRD202 FOR MAILBOX STAND DETAILS

ROAD  

ROAD  

5:1 TAPER
4' MIN.
VARIABLE
12.5'
3'
8'-MIN.
8'-MIN.
15'-MIN. OR AS DIRECTED

LEVEL 2, 1/2" DENSE HMAC, NOM. COMP. THKN. - 2"

JCRD204:
MAILBOX TURNOUT WITH DRIVEWAY

JACKSON COUNTY ROADS
MIKE KUNTZ, P.E.
COUNTY ENGINEER

Date  By  Revision

OCT 2017  NO SCALE
INSTALL 8" PVC POST SLEEVE. COVER TOP DURING CONCRETE PLACEMENT

BACKFILL VOID WITH FILL SAND OR APPROVED EQUAL

TYPICAL CURB AND GUTTER (SEE ODOT RD700)

FLARE BACK OF SIDEWALK AS NEEDED FOR ADA ACCESS (SEE PLANS)

TYPICAL SIDEWALK (SEE ODOT RD720)

JCRD205: MAILBOX POST IN SIDEWALK DETAIL

CALL 48 HOURS BEFORE YOU DIG

I:\Engineering\LIBRARY\COUNTY\STD_DWG\CURRENT\RD200-Mailbox\JCRD205-MBPostDetail.dwg